
Our Mini Work-Force line is the most
complete line of handlebar stump cutters 
available. These rugged machines provide a 
commercial-grade solution for your stump 
cutting needs when compact size and
affordability are at the top of your priority list.

Every unit is built with features like 
heavy-duty frames, adjustable handlebars, 
and powder coat paint finish. Quality
components throughout, with a gasoline 
engine by Honda, and top-of-the-line air 
filtration systems.

All operator controls are located behind 
the operator station for safe and easy 
operation.

FEATURES AND BENEFITS

•	 13-hp Honda engine
•	 Throttle, choke, and pull start
	 conveniently located on handlebar
•	 Operator presence bar for safe operation
•	 Adjustable handlebar positions
•	 Cyclone air cleaner
•	 Equipped with Rayco Super Teeth®



	 General 	 US 		  Metric

	 Weight	 262 lb		  119 kg

	 Length	 79.75 ”		  202.6 cm

	 Height	 50 ”		  127 cm

	 Width	 25 ”		  63.5 cm

	 Frame		  7 gauge steel	

	 Engine	 13-hp Honda		  9.75-kW Honda

	 Fuel Type	 Gasoline		  Petrol

	 Cylinders		  1	

	 Starting		  Recoil	

	 Maximum No-load RPM		  3600	

	 Maximum Rated Torque	 20.5 ft-lb at 2500 RPM 		  27.8 Nm at 2500 RPM

	 Fuel Tank	 1.72 gallon		  6.5 L

	 Ground Drive		  Manual Push	

	 Cutting Wheel Diameter 	 11 ”		  28 cm

	 Cutting Wheel Thickness	 .38 ”		  0.1 cm

	 Cutting Wheel Bearings	 1 ”Pillow Block Type		  2.5 cm Pillow Block Type

	 Super Tooth®		  8 Total

	 Clutch		  Centrifugal	

	 Cutting Depth	 13 ”		  33 cm

	 Cutting Height	 22 ”		  56 cm

RG13-II MINI WORKFORCE SPECIFICATIONS

Equipped with Rayco Super Teeth®: 
forged, one-piece design with tungsten 
carbide tips.

Mini Work-Force stump cutters are built 
with heavy duty frames, powder coat 
finish and 2-year warranty.

Convenient handlebar adjustment allows 
operator to select height depending on 
the conditions.


